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Air velocity                        
 Normal air flow velocity 0.5 m/s. 
 Alarm sounds at air velocities below 0.34 m/s. 

The sash 
The sash is opened by hand. The automated system maintains air velocity at a constant at 0.5 m/s 
when the sash is opened. The sash is programmed to close at a pre-set time (3 minutes, see below) 
or can be closed by hand.  

Sash closure 
To modify the closure time of the sash do following:  

1. Press MENU on the alarm display to the right of the chemical hood.  
2. CLOSING TIME will appear 
3. Press SELECT 
4. Select by arrow up ↑ and down ↓ for how long the sash should be held open. The time 

range is from 1 to 15 minutes; normal opening time is 3 minutes.  
5. Press SELECT, the opening time of the time is sash is now set. 
6. Press MENU to finalize the settings.  

Alarm 
In the case of an alarm, an acoustic alarm will sound and a red light will appear on the alarm display. 
The sash is automatically closed after 10 seconds.  

Electric plugs 
 The six lower electrical sockets can be regulated, meaning that the electricity will be cut after 30-

40 seconds following a too low ventilation alarm. This electricity outage can be deferred 20 min by 
pressing the MUTE button. A reconnection of power to these sockets is achieved by pressing the 
RESET button on the electrical panel. These use of these cut-out settings/ sockets are mandatory 
in situations involving the potential creation of explosive mixtures during periods of ceased 
ventilation.  

 The two upper electrical sockets are not regulated; the electricity will not be cut to these plugs 
in the case of a too low ventilation alarm. A special tool is required to activate these two electrical 
sockets and technical support are the only people who can do this.    dragskap@bmc.uu.se  

Light 
The light source has three positions: 
 Automatik ”Automatic” - As the sash is opened the light is turn on, and off as the sash is closed. 
 Från ”Off”  - The light is turned off 
 Till ”On”  - The light is turned on 
SETBACK 
The alarm is turned off in the SETBACK mode and this button is used when equipment in the chemical 
hood is set-up and prepared. Press the SETBACK button a second time to return to normal run of the 
chemical hood.  

MUTE 
Used to silence the alarm signal. Only to be used if no work is currently being performed in the hood.  

Forcerad ventilation/EMERGENCY 
In case of accident: Press the red EMERGENCY button and pull down the sash.  
In case of fire: Pull down the sash, DO NOT PRESS ”EMERGENCY”, and extinguish the fire in an 
appropriate manner.  
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